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a b s t r a c t
This study focuses on the microstructural aspects of a cork-based by-product known as agglomerated cork and its 
inﬂuence on the compressive mechanical behaviour. The material consists in granulates of a natural polymeric 
foam - cork - mixed together with a small quantity of a bio-sourced resin. 
Optical and scanning electron microscopy (SEM) are ﬁrst used to investigate on the bead geometry and 
placement and interfaces arrangement. Then X-ray computed tomography allows to study the spatial arrangement 
of agglomerated cork microstructure and hence to complete and conﬁrm 2D observations. 2D and 3D observations 
show a transverse anisotropic material which is conﬁrmed by the mechanical tests. SEM pictures demonstrate 
an intricate and heterogeneous material. Microtomography conﬁrms the presence of macroporosities between 
cork granulates having a mean volume around 0.1 mm 3 . Cork cell speciﬁc geometry is also conﬁrmed. The 
volume of those cells lies around 10 −5 mm 3 . Finally quasi-static compression tests are run to establish a link
between microstructure and mechanical behaviour thanks to digital image correlation (DIC). Cork agglomerate 
demonstrates strong strain localisation at its surface caused by its multi-scale structure. 
1. Introduction
Because of emerging concerns about global warming and thus about
the carbon footprint, the demand for bio-sourced materials is currently
increasing. Cork material being a natural polymeric foam, it presents a
unique set of properties (ﬁre resistant, energy absorbing, phonic isola- 
tion,...). It is then an excellent candidate for a large set of applications.
Cork comes from the bark of the oak tree Quercus Suberus L. growing
in areas like Portugal, Spain or certain parts of China. Europe produces
80% of the world’s cork and almost three quarter of them come from
Portugal [1] . It is a very unique material due to its low density - around
0.17 -, great elasticity, chemical stability, its no permeability to liquid
and gases and its resistance to ﬁre [2] . Cork is used for centuries, ﬁrst
by the Romans in sandals or stoppers for amphorae. Its most popular ap- 
plication - stoppers for glass bottles - was perfected in the 18 th century
in a Benedictine Abbey in Hautvillers, France [2] . Cork by-products are
today mainly developed for their thermal insulation and acoustic prop- 
erties [3] . Due to its cellular microstructure, cork absorbing properties
for dynamic loading are now being considered for impact-absorbing ap- 
plications as core material in sandwich structures [4] . Ranging from the
container for the transport of sensible pieces to sports items and includ- 
ing lightweight aeronautic components, a wide range of applications is
foreseen [1,5] .
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To decrease the variability caused by environmental dependency
(weather, growing place, harvest season) [6,7] , a cork by-product -
agglomerated cork- is preferred for mechanical applications. It also al- 
lows to overstep the anisotropy of natural cork by randomly arranging
cork cell orientation and to mold pieces with a more complex geometry.
For 10 years, few studies investigated on the mechanical behaviour of
such materials under quasi-static and impact loadings [8–12] . Giving its
considered applications, they focused on the compressive behaviour of
cork agglomerates. They demonstrated the inﬂuence of the mean strain
rate, cork granulates size, the type of resin or the material density on
the absorbed energy, contact force maximum or the acceleration peak
maximum.
However the microstructure of this material is still not fully re- 
viewed, even if it could strongly inﬂuence its mechanical behaviour and
its speciﬁc strain mechanisms. Only the microstructure of natural cork
has been quite studied. SEM observations of natural cork give informa- 
tion concerning the cell speciﬁc geometry [2] and surface distribution
of each direction [13] . Concerning the spatial organisation, only the
macroscopic defects of natural cork, like lenticular channel (also called
lenticels) or ants galeries, were investigated by using either neutron to- 
mography [14] (for a spatial resolution of 200 μm), Compton tomogra- 
phy [15] or X-ray tomography [16,17] (spatial resolution of 2 mm and
50 μm). Those techniques were used to study the correlation between
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Fig. 1. (a) Natural cellular disposition of cork. (b) Axial direction. (c) Tangential 
direction. (d) Radial direction. SEM Pictures. 
cork quality (given by surface analysis) and internal defects of cork stop- 
pers. It was shown cork quality matches with macroscopic defects pop- 
ulation. Furthermore X-ray microtomography at a higher spatial resolu- 
tion (50 μm) was well suited to focus on the lenticular channels quan- 
tiﬁcation and their structures [17] . Internal feature and contrast mech- 
anisms were also studied with synchrotron X-Rays at several tensions
[18] . However only important cracks and lenticels could be spotted.
Agglomerated cork was itself not studied with quantitative tools
while recent observations using microtomography proved it was well
suited to investigate for example on the 3D structure of foams at several
scales [19–21] . It has been used to study the complex arrangement of
the cells of cellular materials of metals, polymers and natural foams like
bone.
This work has two aims. The ﬁrst one is to study with several tech- 
niques the microstructure of cork agglomerates and to give the ﬁrst
quantitative data at several scales (cells and beads). Such microstruc- 
tural study is one of the ﬁrst concerning multi-scales foams like ag- 
glomerated cork. The post-processing is then detailled in the Material
& Methods part. The other goal is to investigate the global response of
cork under compression and to link it to the microstructure observa- 
tions. It was indeed already done for natural cork [22] or other cellular
materials [23] but not for agglomerated cork.
First optical microscopy is used to understood geometrical aspect at
the agglomerate scale. Then scanning electronic microscopy permits to
observe not only beads organisation and interfaces between them but
also cork cells orientation. Finally as those two techniques are invasive
and allow only to access to the surface of the sample, X-ray microtomog- 
raphy is used to verify assumptions made with previous observations.
Quasi-static uniaxial compressive tests and digital image correlation are
also run in order to discuss about microstructural eﬀects on the mechan- 
ical behaviour.
2. Material & methods
2.1. Materials 
Cork is a natural polymeric foam which displays a closed-cell struc- 
ture [2] . It is formed by small prismatic cells (with an approximated
length h of 40 μm) disposed in successive layers ( Fig. 1 ) exhibiting
a relatively homogeneous honeycomb microstructure. Suberin, a poly- 
meric substance, is the major component of cork cell walls. The other
are lignin, cellulose and hemicelluloses [24] .
Fig. 2. Agglomerated cork: a multi-scale material inﬂuenced by the manufac- 
turing process. (a) Orientations resulting from the process. (b) Diﬀerent obser- 
vation scales demonstrating the multi-scale structure of agglomerated cork. At 
the agglomerate and bead scales, pictures are taken with a light microscope. 
Cells scale is illustrated with a SEM image of cork cells observed in the axial 
direction. 
Fig. 3. Geometrical approximation for a cork granulate and ellipse parameters. 
To obtain agglomerated cork, natural cork is ground and sieved to
classify it by size. In this study, small beads (ø = 0.5 - 1 mm) are mixed
together with a thermoset furan resin ( 𝜌resin = 1128.5 kg m −3 ). It is then
uni-axially compressed into a 1000 ×500 ×150 mm 3 block at a 0.39
density. This compression induces a preferential orientation that will be
further investigated in this article. Fig. 2 a shows the two directions in- 
duced: directions in the (Oxy) plane will be arbitrarily called in-plane
directions and (Oz) direction will be called out-of-plane direction. Af- 
terwards the crossing is made in an autoclave. Slab are then machined
from the block.
Cellular solids are often described by their relative density 𝜌∗ / 𝜌s . The
density of the cellular material is 𝜌∗ and 𝜌s is the density of the solid from
which the cell walls are made. With 𝜌s = 1150 kg m −3 [2] , the relative
density of agglomerated work studied is this article is around 0.34.
2.2. Light microscopy 
The material is ﬁrst studied with an optical microscope Keyence at a
magniﬁcation of ×20. The surface of several samples is observed. With
the ImageJ free-software, picture analysis on the resulting pictures is
operated by thresholding only the beads. Erosion and dilatation oper- 
ations are then used to separate each bead. Finally particle analysis is
done by simplifying granulates by ellipses ( Fig. 3 ). Geometrical parame- 
ters of those ellipses are then used to calculate the aspect ratio (AR) and
Fig. 4. Microtomography samples. A ﬁrst square-based prism is cut for a ﬁrst 
tomography analysis. A smaller one is then cut inside for a second microtomog- 
raphy analysis (hatched prism). 
the granulates orientation 𝛼. Aspect ratio is a shape factor obtained by
dividing the minor axis length by the major one (AR = a/b). The more
AR is close to 1 and the more the particle tends to be circular.
2.3. SEM observations 
SEM samples are cut with a razor blade replaced for each cut in order
to damage as less as possible the cell walls [2,25] . Each cubic sample is
cut over-size and then trimmed to the ﬁnal size (roughly 5 mm sides).
Samples are then lightly coated with conductive gold to allow electronic
conduction at the sample surface. The device used was a Cressington 108
auto. The gold layer is supposed constant on the sample surface. Samples
are then observed with a SEM (Zeiss EVO HD 15). An accelerated tension
of 10 keV is used with a current of 100 pA. Both directions of the cork
are studied.
2.4. X-ray microtomography 
The two previous methods involve only surface analysis and do not
allow full description of the complex microstructure. A bias could also
be introduced by cutting steps (cell distortion, interfaces damage,...) be- 
cause of the very low density and high porosity of the material. That is
why tomography is undertaken.
The general principle of the X-ray microtomography technique has
been described in many articles like by Maire et al [26] .
It requires a X-ray source, a rotation stage and a radioscopic detec- 
tor. To obtain a complete analysis, for a large number of angles, X-ray
absorption radiography of the sample is made. A ﬁnal computed recon- 
struction step is required to produce a three dimensional map of the
local absorption coeﬃcients in the material which gives a picture of the
structure. The scale of the resolution of the setup used is a voxel which
corresponds to a 3D pixel.
One sample is used for two X-ray resolutions ( Fig. 4 ). The ﬁrst
8.5 μm/voxel resolution gives the structure at the granulate scale. The
acceleration voltage and current of the X-rays were set at respectively
80 kV and 100 μA. After this ﬁrst analysis, a sample is cut from it at
smaller dimensions to obtain a 2.5 μm/voxel resolution to study the cell
scale. This time the acceleration voltage and current of the X-rays were
set at respectively 70 kV and 220 μA.
2.5. 3D image analysis 
Post-treatment analysis algorithm of tomography data is done thanks
to the Amira-Avizo software to calculate quantitative parameters and
obtain the 3D reconstruction. Morphometric parameters were calculated
using a prismatic sub-volume of the original object imaged, referred
herein to as the volume of interest (VOI). For the beads study, the se- 
lected VOI was located at the centre of the specimen to eliminate any
edge eﬀects, artefacts and damages from sample cutting. In order to
study the cork cells, three VOI were selected inside a bead to avoid any
eﬀects caused by the interfaces. Each VOI was then ﬁltered and seg- 
mented according to the steps described in the following parts.
The uncertainty of acquisition technique itself seems much smaller
than the one due to the data analysis. Especially the image segmentation,
which is one of the major diﬃculties [27] . However it seems there is no
established technique to evaluate how the segmentation technique is
accurate. Yet in the case of cork, the natural variability of the material
[6] and the variability due to the process (beads grinding) are supposed
much bigger than all the other uncertainties. This is then the statistical
distribution of all the morphometric parameters that will be considered
in this work.
2.5.1. Large sample 
For the ﬁrst sample, a simple thresholding on raw images does
not permit to access to morphometric parameters immediately. Indeed
beads are made of cork cells containing voids. Therefore it causes too
much noise to allow a good segmentation of cork granulates ( Fig. 5 a).
First of all a histogram equalisation ( Fig. 5 b) is used to enhance the
contrast by redistributing the intensity values from 16 bits images (grey
levels between 0 and 65535) to 8 bits images (grey levels between 0
and 255). The histogram is computed between the minimum and the
maximum of the image grey levels.
Then a median ﬁlter is applied ( Fig. 5 c). This numerical ﬁlter works
by moving through the image pixel by pixel, replacing each value with
the median value of neighbouring pixels.
After that a simple thresholding is used to select either porosities or
granulates ( Fig. 5 d). Then an opening (an erosion followed by a dilata- 
tion with a structuring element like a cube or a disc) [28] is done to
suppress irregularities or single voxels ( Fig. 5 e).
Finally a segmentation is operated in order to fully separate each
bead thanks to topographic conditions ( Fig. 5 f). After this segmentation,
a single label can be associated with each bead ( Fig. 5 f). Segmentation
is not used on the porosities.
The 3D segmentation method is itself divided into three main steps
[21] . First, a distance map image is computed ( Fig. 5 g) and the position
of the ultimate eroded sets, called markers, is determined [29,30] . The
Chamfer distance is used in this case. The right markers are then selected
by topographic conditions. Here the H-maxima algorithm is used on
the inversed distance map to merge regional maximums with a contrast
coeﬃcient criterion h ( Fig. 5 h). Finally, the watershed is constructed
from these markers with the help of the distance function [31] ( Fig. 5 i).
The result gives separating lines that can be subtracted to the initial
binary image.
From the post-treatment of almost the whole sample, near 9000
beads were studied. The sample is then large enough be representative.
Volume, orientation and sphericity of cork beads and porosities were
the main interesting data. Beads having a volume smaller than 0.002
mm 3 were here not considered being associated with noise. Orientation
is characterised by the two angles 𝜃 and 𝜙 usually used for spherical
coordinates. Sphericity 𝜓 measures how closely the shape of an object
approaches a mathematically “perfect ” sphere. It is calculated according
to Eq. (1) , with V p , the volume of the particle and A p , the surface area
of the particle. The nearer to 1, the closer to a sphere.
𝜓 = 
𝜋
1 
3 (6 𝑉 𝑝 ) 
2
3
𝐴 𝑝 
. (1) 
2.5.2. Small sample 
On the other hand, no ﬁlter is needed for the smaller sample post- 
processing because of the diﬀerence of density between cork cells walls
and voids inside cells. A simple threshold is applied to generate a binary
image of the gaseous phase.
After that, in order to extract morphometric parameters, the same
morphological operations as for the large resolution sample are used
( Fig. 6 ). Table 1 resumes input entered to study either beads or porosities
and cells.
From the post-treatment of diﬀerent areas in cork granulates, almost
1400 cells were studied. The sample seems also large enough to be rep- 
resentative of the microstructure at the cell scale.
Fig. 5. Post-treatment process of X-ray microto- 
mograhy data. (a) Raw picture. (b) Histogram 
equalisation. (c) Median ﬁlter. (d) Thresholding. 
(e) Opening. (f) Segmentation. Steps of the seg- 
mentation operation. (g) Inversed Chamfer dis- 
tance map. (h) Marker selectionned thanks to H- 
maxima technique. (i) Watershed lines obtained 
with a marker-based segmentation. 
(a) (b) (c) (d)
(e)
0.1 mm
Fig. 6. Process to obtain 3D information on cork cells. (a) Raw image. (b) 
Thresholding. (c) Opening. (d) Separation. (e) Volume rendering. 
Table 1 
Data of the post-processing of X-ray microtomography images. 
Operation Type Beads Pores Cells 
Median ﬁlter Iterations 7 7 − 
Thresholding Range selected 96–169 0–96 0–26270.5 
Opening Structuring element Cubes Disc Disc 
(iteration) (5) (2) (2) 
Distance map Distance between 2 voxels 1/1.414/1.73 same same 
max/mean/min 3D connexity 
H-maxima Merging coeﬃcient 6 4 4 
2.6. Quasi-static compression tests 
As cork is a cellular material, its absorbing properties for compres- 
sive loading are now being considered for impact-absorbing applications
as core material in sandwich structures [4] . To be able to relate micro- 
structure observations with mechanical behaviour, quasi-static compres- 
sive tests are run to propose simple data for further investigations.
Digital image correlation (DIC) is used to precisely describe strain evo- 
lution during a compressive load.
2.6.1. Experimental protocol 
20 ×20 ×20 mm 3 samples are cut from large slabs of agglomerated
cork. An electromechanical traction/compression machine (Zwick Roell
250 from Allround-Line) with a load cell capacity of 250 kN is used. The
loading speed is set at 0.05 mm min −1 , 5 mm min −1 and 500 mm min −1
corresponding to an average strain rate of 4 . 2 10 −5 s −1 , 4 . 2 10 −3 s −1 and
4 . 2 10 −1 s −1 , respectively. Mechanical behaviour of the three main di- 
rections spotted with optical microscopy is investigated. They are called
out-of-plane (Oz), in-plane 1 (Ox) and in-plane 2 (Oy). Six samples per
direction are tested.
To study the relationship between microstructure and mechanical
behaviour, pictures are taken at a 1 Hz frequency during compressive
loadings at 5 mm min −1 with a Canon EOS 5D thanks to a square signal
given by a GBF.
Some cyclic compression tests are undertaken at an average strain- 
rate of 4 . 2 10 −3 s −1 . Samples are unloaded to zero force after each in- 
cremental 1 mm displacement. Six cycles are operated. Two samples for
both in-plane and out-of-plane direction are tested.
2.6.2. Post-processing of the compression tests 
From the force/displacement data, stress/strain curves are deducted
by calculating nominal stress ( 𝜎 = 𝐹 
𝑆 0 
) and true strain ( 𝜖 = ln 𝑙 0 − 𝑙 
𝑙 
). Pois- 
son’s ratio of cork being near 0 [2] , the section did not change during
the compression test.
To obtain the Young’s modulus, the curve is ﬁtted with a seven de- 
gree polynomial. The end of the linear part of the curve is found with
its second derivative minimum. A one degree polynomial is then cal- 
culated between 𝜀 = 0 . 01 and this point. Its slope corresponds to the
Young’s modulus given in this article. However the Young’s modulus
being still not precisly deﬁned, moreover for cellular materials [32] ,
others parameters are needed to characterize agglomerated cork.
To study the plateau stage an energy absorption eﬃciency approach
is adopted [33] . The energy absorption eﬃciency [34] is deﬁned by
𝜂( 𝜀 ) = 1
𝜎( 𝜀 ) ∫
𝜀
0 
𝜎( 𝜀 ) d 𝜀. (2) 
Fig. 7. Experimental curve showing the energy absorption eﬃciency depending 
on the strain for agglomerated cork compressed in the out-of-plane direction at 
5 mm min −1 .
The maximum energy absorption eﬃciency corresponds to the den- 
siﬁcation initiation strain 𝜀 d 0 so that
𝑑𝜂( 𝜀 )
𝑑𝜀 𝜀 = 𝜀 𝑑0
= 0 . (3) 
Fig. 7 illustrates the absorbed energy eﬃciency variation along the
strain.
Absorbed energy before densiﬁcation which corresponds to the sum
of dissipated and elastic energies is then calculated. It is obtained by in- 
tegrating along the displacement using the composite trapezoidal rule.
Plateau absorbed energy density at densiﬁcation initiation is calculated
by integrating until 𝜀 = 𝜀 d 0 and by dividing the energy found by the
sample volume. For the Young’s modulus, the densiﬁcation initiation
strain and the absorbed energy at densiﬁcation, the dispersion is quan- 
tiﬁed. The mean deviation calculated corresponds to the average of the
absolute diﬀerences in comparison to the arithmetic average.
With pictures taken during compressive tests, DIC is operated. Indeed
cork agglomerates demonstrate a speciﬁc texture and do not require a
speckled pattern [12] . The DIC technique consists in identifying speciﬁc
pattern at the sample surface and to follow it during the whole defor- 
mation. DIC gives access to the displacement ﬁeld and strain ﬁelds can
be obtained assuming some hypotheses [35] .
3. Results and discussion
3.1. A multi-scale material 
2D observation techniques, light and scanning electron microscopy
give diﬀerent information about the material. Fig. 2 b shows that de- 
pending on the magniﬁcation and the technique, three diﬀerent scales
of the material microstructure can be deﬁned.
• Agglomerate scale is the specimen scale. When mechanically
loaded, it gives information on the mechanic behaviour through
Force/Displacement curves and associated mechanical parameters
(like Young’s modulus or the absorbed energy).
• Bead scale is about the cork granulate that are millimetric. Porosities
between beads, interfaces between granulates, beads orientation,...
are parameters that could inﬂuence mechanisms at this scale.
• A cork bead is itself a cellular material. This is why a smaller scale
exists. Indeed the size of cork cells is a few tens of micrometers.
The cell scale is about how the cell walls deform themselves during a
speciﬁc loading, cell geometry or the gaseous phase trapped inside,...
Hence the multi-scale structure of cork agglomerates, already
broached for other polymeric foams is highlighted [23] . As each scale
Fig. 8. Results from surface observation. Histograms of the granulates major 
orientation in cork agglomerates. 
Fig. 9. Orientation of cork granulates obtained through X-ray microtomogra- 
phy. 
could inﬂuence each other and have an eﬀect on the strain mechanisms,
each one should be cautiously reported. It oriented the next analyses that
are performed in this article.
3.2. Cork granulates 
3.2.1. Transversal anisotropic orientation 
Naked eye observations suﬃce to spot diﬀerences between in-plane
and out-of-plane directions. In the out-of-plane direction, granulates
keep the aspect they had before the process. Beads in the in-plane direc- 
tion display an apparent elongation in the (Oy) direction. Observations
made in the (Ox) or (Oy) directions are similar. Consequently the plane
(Oxy) appears to be isotropic.
Picture analysis allowed to convert beads into ellipses. It conﬁrmed
In-plane granulates have mostly their major axis oriented at 0° while
out-of-plane ones are randomly facing ( Fig. 8 ).
Granulates orientation is also studied thanks to X-ray tomography.
Cork beads spatial orientation is characterised by two angles 𝜙 and 𝜃.
Fig. 9 shows the value of these angles. 𝜃 values are equally distributed.
On the contrary 𝜙 seems to lies essentially around 70 and 90°. This
means that beads have a random orientation in the (Oxy) plane whereas
in the (Oxz) or (Oyz) planes they tend to be aligned with the in-plane
Fig. 10. Results of picture analysis. Distribution of the granulates aspect ratio. 
directions. Light microscopy results are then supported by microtomog- 
raphy ones.
This observation can easily be linked to the process explained in
the previous section. During the manufacturing process, the uniaxial
compression likely orientate cork granulates in the (Oxy) plane.
3.2.2. Transversal anisotropic geometry 
Dimensions considerations with optical microscopy show granulates
observed in the out-of-plane direction tend to have an aspect ratio
mostly between 1 and 2. Whereas the granulates observed in the In- 
plane direction have it between 2 and 3 ( Fig. 10 ). Beads tend then to be
rounder in the (Oxy) plane.
Tomography data were also helpful to better describe beads geome- 
try.
Sphericity is presented in Fig. 11 a. Cork granulates sphericity lies
mostly between 0.4 and 0.8 which is a rather large spreading. The dis- 
tribution can be associated with a normal distribution f ( x ) expressed by
the Eq. (4) .
𝑓 ( 𝑥 ) = 1
𝜎
√
2 𝜋
⋅ 𝑒 − 
1 
2 ( 
𝑥 − 𝜇
𝜎
) 2 
. (4) 
The following parameters were used:
• x being the sphericity
• μ = 0.6, mean of the distribution
• 𝜎 = 0.07, standard deviation of the distribution
It can be compared to beads dimensions obtained by surface obser- 
vation. An ellipsoid of revolution with a = 0.45 mm (half major axis)
and b = 0.22 mm (half minor axis) is an oblate spheroid ( Fig. 11 b). It
would have a sphericity around 0.6. Once again 2D and 3D data match
pretty well.
Thanks to the previous observations, it can be concluded that in ad- 
dition to a speciﬁc orientation, cork beads present also an transversal
anisotropic geometry. They can be in a ﬁrst approximation assimilated
with particles ﬂattened in the transverse plane like oblate spheroid.
3.2.3. Beads organisation and interfaces 
The microstructure of agglomerated cork demonstrates a random ori- 
entation of granulates in Fig. 12 a. Each bead is characterised by cells
grown in one direction (speciﬁed in Fig. 1 ).
Each granulate will then have a mechanical behaviour depending on
it cells orientation in comparison to the load direction tensor just like
natural cork [2] .
SEM observations demonstrates thin interfaces hard to delimit be- 
tween two beads ( Fig. 12 b). Resin was also uncertainly spotted with SEM
observations but is revealed with the tomography analysis ( Fig. 16 ). In- 
deed the largest whiter (thus denser) areas seem to correspond to the
resin coating of cork beads.
3.2.4. Beads volume 
The distribution of cork granulates volume is illustrated by Fig. 13 . It
represent more than 8000 beads in the VOI. The mean volume is around
9.9 10 −2 mm 3 . Its standard deviation is 9 10 −2 mm 3 . The distribution is
thus rather wide. It may be compared with the volume of the same pre- 
vious ellipsoid. Its volume is 9.5 10 −2 mm 3 .
Providing a appropriate post-treatment, microtomography is then a
very powerful tool to study cork beads and to obtain valuable quan- 
titative information. It allows to have distributed parameters to better
describe the material at this scale.
3.3. Porosities 
Porosities could be spotted on SEM pictures ( Fig. 12 ). However no
resin was trapped inside them.
On tomography pictures, porosities can also be spotted on three dif- 
ferent plans. It appears they are not only due to the sample preparation
for observations but are initially present in the material after the man- 
ufacturing process.
3.3.1. Porosities volume 
The volume distribution of the porosities is shown in the Fig. 14 . It is
based on the results of more than 3000 porosities contained in the VOI.
The mean volume stands around 0.027 mm 3 with a standard deviation
of 0.024 mm 3
Globally they are smaller than cork beads but some of them have a
signiﬁcant volume near small cork beads volume.
3.3.2. Porosities shape 
Fig. 15 shows the 3D reconstruction of the porosities. Each color is
standing for one label.
The spatial visualisation of porosities demonstrate intricate shapes.
Therefore usual shape descriptors could not be used here. The biggest
porosity does not spread over the whole sample. Porosities are then not
all interconnected.
Porosities between beads are often forgotten in cork agglomerate
modelling due to the lack of insight about it. The surface analysis ap- 
pears unsuitable to observe them. Microtomography appears here as the
appropriate tool to study them. Their volume is large enough to have an
inﬂuence on the mechanical behaviour and the associated mechanisms.
The previous data will then be important for further modelling.
3.4. Cork cells 
SEM and X-ray tomography allow both to observe cork agglomerates
at a small scale and therefore to study cells contained in cork beads.
3.4.1. Cells geometry 
Depending on the observation direction, the cell shape diﬀers
( Fig. 16 ). Rectangular and hexagonal sections are the most represented.
This conﬁrms the cork cell description made before thanks to SEM ob- 
servations [2] .
Furthermore corrugations described in the literature [2] could
hardly be spotted. The resolution of the pictures taken could explain
this. Voxel side being 2.5 μm large, corrugations would be to small.
3.4.2. Cells volume 
Cork cells volume obtained by X-ray tomography are displayed in
Fig. 17 . It is based on the analysis of more than 1400 cells from in several
Fig. 11. 3D beads shape. (a) Results from computed tomography. Distribution of beads sphericity in a cork agglomerate obtained by uni-axial compression. (c) 
Oblate ellipsoid of revolution with a sphericity of 0.6. 
Fig. 12. SEM pictures of cork agglomerate at diﬀerent scales. (a) Intricate mi- 
crostructure.Random cells orientation encircled. Porosities highlighted by ar- 
rows. (b) Interface between two cork granulates. Approximative delimitation 
by dotted lines. 
VOI contained in diﬀerent beads. The mean cell volume is around 1
10 −5 mm 3 with a standard deviation of 0.5 10 −5 mm 3 .
Comparison with 2D literature data was made by considering a sim- 
pler geometry than the real one. With the dimensions reported in [2]
(h = 40 μm and l = 20 μm), for a circle-based cylinder, the cell volume
would stand around 1.3 10 −5 mm 3 .
Fig. 13. Results from computed tomography. Distribution of beads volume in 
a cork agglomerate obtained by uni-axial compression. 
Fig. 14. Results from computed tomography. Distribution of porosities volume 
in a cork agglomerate obtained by uni-axial compression. 
Fig. 15. 3D reconstruction of porosities between cork beads. (a) 40 biggest 
porosties in the whole sample. (b) All the porosties in a subvolume. 
Fig. 16. Orthoslices of a subvolume obtained by computed tomography. The 
three main directions of cork cells are presented (radial, tangential and axial). 
2D and 3D measures are then similar given the dimensional varia- 
tion of cork cells depending on the environmental condition during the
growth.
3.4.3. Cells deformation 
As mentioned previously, SEM observations demonstrate that cork
cells are often collapsed near interfaces ( Fig. 18 ). For some beads, all
the cells are deformed.
Three distinctive areas are highlighted here. The ﬁrst is the interface
with some resin. The following zone has cells that are totally collapsed.
Finally far from the interface, cells are most of the time undamaged or
at least only deformed.
Fig. 17. Results from computed tomography. Cork cells volume distribution of 
cork agglomerate obtained by uni-axial compression. 
Fig. 18. SEM picture of the periphery of a cork bead (a) Interface. (b) Cork cell 
distortion in the vicinity of the interface. (c) Undamaged cells. 
Hence some cells deformation is present at least from the manu- 
facturing process. This pre-damaging probably inﬂuences strongly the
strain mechanisms during a compressive loading.
3.5. Compressive behaviour 
3.5.1. Foam-like behaviour 
Fig. 19 a presents the global compressive behaviour of agglomerated
cork tested in the three directions. As already reported it demonstrates
a foam-like distinctive compressive behaviour [8,9] and it seems to be
an elastomeric foam [36] . Hence the three following main stages can be
identiﬁed.
• Linear deformation
• Plateau
• Densiﬁcation
Fig. 19. Results of the compressive loadings. (a) A typical experimental compression curve of agglomerated cork tested in the 3 directions. (b) Young’s modulus of 
cork agglomerates depending on the mean strain rate and the direction. (c) Densiﬁcation initiation strain 𝜀 = 𝜀 𝑑 0 of cork agglomerates depending on the mean strain
rate and the direction of sollicitation. (d) Absorbed energy at 𝜀 = 𝜀 𝑑0 of cork agglomerates depending on the mean strain rate and the direction of sollicitation.
3.5.2. Transverse anisotropic behaviour 
From the three curves displayed in Fig. 19 a, two main mechanical
behaviours can be diﬀerentiated. Both in-plane directions appear stiﬀer
than the out-of-plane direction. Furthermore they also reach densiﬁca- 
tion stage after the out-of-plane direction.
Fig. 19 b shows the evolution of Young’s modulus for samples com- 
pressed in the out-of-plane or in-plane directions. Whereas two direc- 
tions, in-plane 1 and in-plane 2, demonstrate a quasi-similar rigidity for
the same solicitation speed, Young’s modulus in the out-of-plane direc- 
tion is around 60% lower.
The out-of-plane direction is then much less rigid and it seems the
two in-plane directions are equivalent. This observation can be linked
with previous observations made on the geometry and spatial orienta- 
tion of cork beads. The collapsed cells near beads interfaces could also
inﬂuence the direction stiﬀness as they are more oriented in the plane
(Oxy). Indeed these interfaces are denser and stiﬀer than a simple cells
row.
Cork agglomerates produced by uniaxial compression are then ge- 
ometrically and mechanically anisotropic. This behaviour was not re- 
ported in previous articles [8–10] . However cork agglomerates studied
there were half less dense that the one studied here. High density ag- 
glomerates could then tend to be less isotropic.
3.5.3. Visco-elasticity 
Fig. 19 b also demonstrates that the evolution of Young’s modulus
depends on the solicitation speed. An increase of the solicitation speed
induces an increase of the Young’s modulus.
Cyclic compressive curves of the two main directions of agglomer- 
ated cork are displayed in Fig. 20 . Both curves display a visco-elastic
hysteresis largely resulting from the viscosity of both cork cell walls
[37] and the polymeric resin. The visco-elastic recovery upon unload- 
ing is small for the ﬁrst cycle but increase once the plateau stage reached
(starting from the second cycle).
Fig. 20 shows also visco-elastic recovery is higher for out-of-plane
direction at short term. It is also true at long term. Indeed 2 months
after the experiment, residual strain was respectively 0.067 ± 0.002
and 0.074 ± 0.003 for out-of-plane and in-plane directions.
Though intergranular failure was sometimes observed for in-plane
samples just before the densiﬁcation stage, cyclic curves indicate com- 
pression does not seem to cause major failure of cork cells just like for
Fig. 20. Experimental cyclic strain-stress curve of agglomerated cork in diﬀer- 
ent directions. 
natural cork [22] . The capacity of the cells to deform without failure
may be linked to the chemical composition of cork. The suberin macro- 
molecule being a long-chain linear monomer [38] , cell walls can buckled
completly without fracture ( Fig. 18 ). The recovery of the dimensions af- 
ter stress removal can be associated with the unfolding of buckled cell
walls. Permanent deformation is small and may be related to the cells
collapsed near beads interface like observed in Fig. 18 .
Hence cork agglomerates demonstrate a visco-elastic compressive
mechanical behaviour. Natural cork was already reported having such
behaviour [37] . So cork beads constituent material and resin are likely
responsible for such behaviour as they are both polymers (or an assem- 
blage of several polymers).
3.5.4. Energy absorption properties 
The presence of a stress plateau during a compression loading in- 
duces interesting properties for energy absorption applications [36] .
According to Fig. 19 c, densiﬁcation happened around 𝜀 = 0.42 and
𝜀 = 0.38 when the sample is tested respectively in the in-plane and out- 
of-plane direction. Considering the manufacturing process, this diﬀer- 
ence of densiﬁcation strain between tested directions is likely caused by
the fact agglomerated cork was already compressed a ﬁrst time in the
out-of-plane direction. Some cork cells would then already have buckled
in this direction.
Failure happened for some samples compressed in the in-plane di- 
rection. The 𝜂 computation indicates this failure was always around the
densiﬁcation initiation strain.
The solicitation speed does not seem to have a major inﬂuence on 𝜀 d 0
( Fig. 19 c). On the contrary, absorbed energy increases with the speed
solicitation ( Fig. 19 d) and is higher for the In-plane direction. Energy
absorbed in the in-plane direction varies from 1.5 to 2 J mm −3 and from
0.5 to 1 J mm −3 in the out-of-plane direction. In-plane direction absorbs
more energy likely because it is stiﬀer than out-of-plane direction and
it densiﬁes at a higher strain [36] .
The relative density 𝜌∗ / 𝜌s of this material is around 0.34 which is
quite high for a cellular material. Energy absorption would then be dom- 
inated by cell-wall behaviour. The compression of the gas within the
cells would be negligible at quasi-static compressive loadings [36] .
Previous works took interest in the absorbed energy too. However it
was calculated at the beginning of the densiﬁcation but at high strains
[8] or at several strain through the compression cycle [9] . The ab- 
sorbed energy was much lower (around 300 J mm −3 at the densiﬁca- 
tion strain [9] ) than for the material studied here. Yet each agglom- 
erated cork has its own features. A polyurethane resin was often used.
Fig. 21. YY-Strain map at several moments of the compression of cork agglom- 
erate in the out-of-plane direction at 5 mm min −1 .
The proportions were also diﬀerents. Finally the material density was of- 
ten lower (around 0.2 [8] ). All these divergent points can then explain
the discrepancies between absorbed energies obtained.
Agglomerated cork seems suited for protective applications has it
appeared to be able to convert kinetic energy into energy of some other
sort whilst keeping the load relatively low thanks to the plateau stage
(around 4 MPa before densiﬁcation).
3.5.5. Strain mechanisms 
In Fig. 21 , the evolution of the strain in the loading direction is
shown. Until the beginning of the plateau, strain seems quite homoge- 
neous. However once the compression reaches the plateau, at 𝜀 = 0.036,
higher strain bands appear at the sample surface whereas the rest of the
surface remain almost intact. Afterwards strain increases in these bands
whereas the sample globally deforms.
These kind of localisations are called localisation bands . Mostly multi- 
scale foams demonstrate such strain behaviour [23] . Such localisations
have already been observed for agglomerated cork compressed at quasi- 
static or dynamic regime [12] .
Such mechanisms can be related to the strain/stress curve. At ﬁrst
the deformation is linear and homogeneous which could be associated
with an elastic behaviour.
Once the stress is high enough at a speciﬁc place, local buckling of
cell walls starts and localisation bands appear. Hence the plateau corre- 
sponds to the propagation of cork cells buckling, bead by bead, Gibson
and Ashby [36] . Strain propagation could be explained by considering
either a bead or cell with lower mechanical properties, so-called “size
eﬀect ”, or a more solicited bead or cell, “multi-scale structure eﬀect ” [23] .
For higher strain ( 𝜀 ≥ 𝜀 d 0 ), once almost every cell is collapsed, the
densiﬁcation stage is reached. The material then behaves as a bulk one.
That is why stress increases faster. All the scales of cork agglomerates
presented in this article could play a role in the strain mechanisms of this
material. These mechanisms can be therefore considered as multi-scale.
Further work is though needed to be able to better describe it.
4. Conclusions & perspectives
Cork agglomerate has been used for decades. However its microstruc- 
ture and mechanical behaviour is still not fully understood. This study
aimed at initiating discussions about the multi-scale and complexe ma- 
terial microstructure and its inﬂuence on the mechanical behaviour.
Optical and scanning-electron microscopy techniques were used to
obtain a ﬁrst micro-structural description of the surface. Beads angle and
shape factor permitted to notice the geometrical transverse anisotropy
of agglomerated cork produced by uni-axial compression.
X-ray microtomography appeared to be very appropriate to better
describe this material in 3D. Two diﬀerent scales were studied : beads
and cells. It brought additional information and allowed to conﬁrm pre- 
vious 2D observations by capturing architectural information (cell vol- 
ume distribution, cell wall defects, porosities size,...) and thanks to a
non-intrusive process. This quantiﬁed study could be considered as a
new input for models which would better describe the speciﬁc behaviour
of cork agglomerates.
Compression tests demonstrated that the speciﬁc anisotropic geom- 
etry led to a transverse anisotropic mechanical behaviour. In-plane di- 
rection is stiﬀer, absorbs more energy, densiﬁes at higher strains and
has a lower visco-elastic recovery than out-of-plane direction.
High strain heterogeneities were highlighted during compressive
loading in a quasi-static regime thanks to DIC. There were identiﬁed
as localisation bands.
Future work will focused on a precise explanation of these localisa- 
tions and more widely on the strain and damage mechanisms at higher
strain rates.
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